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A. Pre-Concrete Meeting:

1. Pre-Concrete Meeting: Schedule 30 days prior to concrete placement (In case adjustments are necessary)

2. Concrete Contractor:  Qualify per specifications

3. Liquid Densifier / Sealer and Joint Filling Applicator: Qualify per specifications

4. Concrete Mixes: Obtain Concrete Mix information for interior sales floor and exterior side-yard


5. Testing Laboratory: Ensure manpower and expertise is available during concrete operations

6. Pre-Concrete Meeting Summary: Provide to each attendee within 5 days of the meeting

B. Before, During and Shortly After Concrete Placement:


1. Subbase Conditions: Proper material, compacted, smooth surface to proper elevation verified by laboratory 

2. Ambient Conditions: Ensure everyone is prepared for hot or cold weather concreting


3. Concrete Contractor: Ensure there is enough manpower to properly place and finish concrete

4. Building Ventilation: Ensure there is adequate ventilation in the building during concrete operations. Reverse 

HVAC and provide large fans at exterior 
openings to exhaust gases (carbonation)


5. Building Lighting: Ensure there is ample light (temporary or permanent) in the building during 

    
concrete operations, so the concrete contractor can see details

6. Water: Ensure there is ample potable water on-site during concrete operations

7. Evaporation Retarder, Exterior and Interior Curing Materials: Ensure these are on-site and ready for use. 
Apply curing compound immediately following final troweling of concrete


8. Floor Tolerances: Testing Laboratory to test tolerances and report to Owner within 24 hours 

9. Protection:  Locate cleanable door mats at openings, diaper equipment and no oils or grease 
C. Prior to Application of Liquid Densifier / Sealer, Joint Filler and Polishing Process:

1. Building: Building is completely enclosed, and thermostatically controlled, permanent power and lights are 
operating properly. 

2. Timing: Application of liquid densifier and Sealer, Joint filler and polishing process should commence 
     
within two weeks of “Fixture Date.” 

