

LOWE'S OF WESTIELD, FL.		06/2012
MASTERSPEC Short Form Copyright 1999, The American Institute of Architects (AIA)
SECTION 15415 - DRINKING FOUNTAINS AND WATER COOLERS
Edit Section title to either "Drinking Fountains" or "Water Coolers" if only one of these two types of fixtures is specified in this Section.
GENERAL
SUMMARY
This Section includes the following:
Adjust list below to suit Project.
Drinking fountains.
Pressure water coolers.
Fixture supports.
SUBMITTALS
Operation and maintenance data.
QUALITY ASSURANCE
Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for intended use.
Paragraph below is appropriate for private commercial projects.  Delete Public Laws 90-480 and 101-336 if not required by authorities having jurisdiction.
Regulatory Requirements:  Comply with requirements in ICC A117.1, "Accessible and Usable Buildings and Facilities"; Public Law 90-480, "Architectural Barriers Act"; and Public Law 101-336, "Americans with Disabilities Act"; about fixtures for people with disabilities.
Retain paragraph above or first paragraph below and edit as required for accessibility standards.  Below is appropriate for many Federal Government projects.  Delete if UFAS is not used by Owner or user agency.
Regulatory Requirements:  Comply with requirements in the U.S. Architectural & Transportation Barriers Compliance Board's "Uniform Federal Accessibility Standards (UFAS), 1985-494-187" about fixtures for people with disabilities.
NSF Standard:  Comply with NSF 61, "Drinking Water System Components--Health Effects," for fixture materials that will be in contact with potable water.
ARI Standard:  Comply with ARI 1010, "Self-Contained, Mechanically Refrigerated Drinking-Water Coolers," for water coolers and with ARI's "Directory of Certified Drinking Water Coolers" for type and style classifications.
Warranty:  One year warranty on all parts plus an additional four years on sealed refrigeration system.  Manufacturer’s warranty shall cover replacement of parts; installation and delivery will be extra.  Contractor’s warranty shall include full replacement costs during the first year.
PRODUCTS
MANUFACTURERS (AS NOTED ON DRAWINGS)
See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers and products.
The remaining articles in Part 2 specify typical plumbing fixtures and components.  Retain and edit only those articles applicable to Project.  See Editing Instruction No. 2 in the Evaluations for cautions about combinations of fixture components.
FIXTURE SUPPORTS
This Article specifies typical fixture supports.  See Editing Instruction No. 5 in the Evaluations for cautions about fixture supports.
Off-Floor, Plumbing Fixture Supports:  ASME A112.6.1M, water-cooler carriers.  Include vertical, steel uprights with feet and tie rods and bearing plates with mounting studs matching fixture to be supported.
Retain "Available" in first subparagraph below for nonproprietary and delete "Available" for semiproprietary specifications.
Type I:  Hanger-type carrier with two vertical uprights.
Type II:  Bilevel, hanger-type carrier with three vertical uprights.
Supports for Accessible Fixtures:  Include rectangular, vertical, steel uprights instead of steel pipe uprights.
EXECUTION
APPLICATIONS
Use carrier off-floor supports for wall-hanging fixtures, unless otherwise indicated.
Use mounting frames for recessed water coolers, unless otherwise indicated.
Set freestanding and pedestal drinking fountains on floor.
Use chrome-plated brass or copper tube, fittings, and valves in locations exposed to view.  Plain copper tube, fittings, and valves may be used in concealed locations.

INSTALLATION
Verify all electrical requirements for the water coolers and water fountains and ensure the electrical subcontractor has installed all necessary power requirements.  Coordinate all electrical requirements of the coolers and fountains with the electrical subcontractor.
Install off-floor supports affixed to building substrate and attach wall-hanging fixtures, unless otherwise indicated.
Install fixtures level and plumb.
Install water-supply piping with shutoff valve on supply to each fixture to be connected to water distribution piping.  Use ball, gate, or globe valve.  Install valves in locations where they can be easily reached for operation.  Refer to Division 15 Section "Valves" for general-duty valves.
Install trap and waste piping on drain outlet of each fixture to be connected to sanitary drainage system.
Install pipe escutcheons at wall penetrations in exposed, finished locations.  Use deep-pattern escutcheons where required to conceal protruding pipe fittings.  Refer to Division 15 Section "Basic Mechanical Materials and Methods" for escutcheons.
Delete below if sealants are provided in Division 7 Section "Joint Sealants."
Seal joints between fixtures and walls and floors using sanitary-type, one-part, mildew-resistant, silicone sealant.  Match sealant color to fixture color.  Refer to Division 7 Section "Joint Sealants" for sealant and installation requirements.
CONNECTIONS
Connect water supplies from water distribution piping to fixtures.
Connect drain piping from fixtures to drainage piping.
ADJUSTING
Adjust fixture flow regulators for proper flow and stream height.
Adjust water-cooler temperature settings.
END OF SECTION 15415
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