LOWE’S OF WESTLAKE, FL.

09/2016

Copyright , The American Institute of Architects (AIA).  This is <Library, e.g. A/S/C Basic> Short Form? Section.

General Note:  Eliminate one paragraph articles by incorporating requirements into other articles, unless the article title is used for a standard MASTERWORKS report search (in order to keep reports consistent between Full-Length and Short Form sections).  Article titles used for MASTERWORKS reports are "Allowances," "Alternates," "Commissioning," "Demonstration," "Extra Materials," "Field Quality Control," "Maintenance," "Submittals," "Summary," and "Warranty."

SECTION 15839 - SMOKE EXHAUST FANS

Delete editor's note below if not applicable to this Section.
This Section uses the term "Architect." Change this term to match that used to identify the design professional as defined in the General and Supplementary Conditions.

PART 1 -  GENERAL

Delete Full-Length Section's "Related Documents" Article.
1.01 SUMMARY

Always retain this Article.  Insert a concise description of items in the Section, but avoid simply restating the Section title; see sample Short Form Sections.  If applicable, use in-line optional text to describe items included in Section.  Let the user insert punctuation between options, unless you can provide typical punctuation that will accommodate the majority of users.
A. This Section includes the requirements for Smoke Exhaust Fan power ventilators.  This Section is only applicable when mechanical smoke removal (smoke exhaust fans) is required.  See Mechanical Sheets for verification.
Delete Full-Length Section's "Related Sections" Article.  If it is absolutely necessary to cross-reference another Section, retain the subparagraph below.
Example Text:  See Division 7 Section ["Joint Sealants"] <insert title> for sealants installed at skylight perimeter.
Generally, delete Full-Length Section's "Definitions" Article; retain only if absolutely necessary.
Unless performance specifications are the most common way of specifying products of this Section, delete Full-Length Section's "Performance Requirements" Article.  See Short Form sample Section 08632 for an example of stream-lined performance requirements.
1.02 SUBMITTALS

Using the Full-Length Section as a basis, simplify the descriptions for each required submittal and delete all but the most common submittals.  Retain or revise sample text for Short Form Section submittals below.
A. Completed “Conformance Submittal” included with this Section.

1. Certified rating for use as smoke exhaust fan for operation in 1000oF for 15 minutes and 500oF for 4 hours.

Delete Full-Length Section's "Samples for Initial Selection" paragraph; if selections are necessary, the need to submit color charts is obvious.
Paragraph below assumes manufacturer's standard size samples are acceptable.  Revise to suit Project.

Generally, delete submittals listed below unless they are absolutely necessary.
B. Maintenance Data:  To include in maintenance manuals specified in Division 1.

1.03 QUALITY ASSURANCE

Delete Full-Length Section's "Installer Qualifications" Paragraph unless Installer must be the fabricator or must be approved (certified) by manufacturer.
Delete Full-Length Section's "Source Limitations" Paragraph unless absolutely necessary.  Providing each product from one source and of a single manufacturer is required by Division 1.
A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for intended use.

B. AMCA Compliance:  Products shall comply with performance requirements and shall be licensed to use the AMCA-Certified Ratings Seal.

C. NEMA Compliance:  Motors and electrical accessories shall comply with the NEMA standards.

D. UL Standard:  UL listed as a power ventilator for smoke control systems.

Generally, delete Full-Length Section's "Delivery, Storage, and Handling," "Project Conditions," and "Coordination" articles unless they are absolutely necessary.
PART 2 -  PRODUCTS (AS NOTED ON DRAWINGS)

Simplify Full-Length Section's Part 2 articles by including only the more commonly specified materials or products.  Usually eliminate requirements that make custom fabrication necessary, unless the product in question is typically custom fabricated.  Eliminate text that requires users to choose between two or more variations of the same type of product if variations are determined by which manufacturer is selected or if most users, in your judgement, are unlikely to have a strong preference.  Minimize specification of ancillary products.
If reasonable, delete Full-Length Section's articles specifying finishes and include finishes under material in "Materials" Article or with product in "Products" Article.  Examples of stream-lined articles specifying finishes follow.
To obtain exact finish, insert names of coating products and manufacturers.

Generally delete Full-Length Section's "Source Quality Control" Article unless it is absolutely necessary.
PART 3 -  EXECUTION

Generally, delete Full-Length Section's "Examination" and "Preparation" articles.  If necessary, include examination and preparation requirements in simplified paragraphs in the "Installation" or "Application" Article.  Only include examination and preparation requirements that are not established in Division 1.

3.01 INSTALLATION 

A. Install Smoke Exhaust Power Ventilators level and plumb.

B. Secure roof-mounting fans to roof curbs with cadmium-plated hardware.  Curbs will be part of the package from the national account supplier that provides roof curbs for HVAC equipment.  See Section 15733.
C. Install units with clearances for service and maintenance.

Eliminate catch-all references to manufacturer's written instructions, this requirement is established in Division 1.  Eliminate restatements of typical manufacturer's installation instructions or requirements established by reference standards.
Delete Full-Length Section's "Installation (Erection) Tolerances" Article.  Incorporate necessary installation tolerances in a simplified paragraph at the end of the "Installation" or "Application" Article.
Delete Full-Length Section's "Adjusting and Cleaning" and "Protection" articles.  Incorporate specific necessary requirements in simplified paragraphs at the end of the "Installation" or "Application" Article.
3.02 FIELD QUALITY CONTROL

A. Operational Test:  After electrical circuitry has been energized, start units to confirm proper motor rotation and unit operation.  Remove malfunctioning units, replace with new units, and retest.

B. Test and adjust controls and safeties.  Replace damaged and malfunctioning controls and equipment.

C. Refer to Division 15 Section “Testing, Adjusting, and Balancing” for procedures.

D. Replace fan and motor pulleys as required to achieve design airflow.

E. Repair or replace malfunctioning units.  Retest as specified above.

Generally, delete Full-Length Section's schedule at the end of Part 3 and insert product information in Part 2.
END OF SECTION 15839
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CONFORMANCE SUBMITTAL

Section 15839 – Smoke Exhaust Fans 

Lowe’s of _______________________________________________________________________






(City, State)

General Contractor:
________________________________________________________________






(Company Name, Phone Number)





________________________________________________________________






(Address)
Sub-Contractor:

________________________________________________________________






(Company Name, Phone Number)





________________________________________________________________






(Address)
Product Verification:

The smoke exhaust fans installed in this store will meet the product guidelines of Section 15839 “Smoke Exhaust Fans” 

Manufacturer & Model Number of installed fans:

_________________________________

General Contractor’s Affidavit:

I represent to Lowe’s that the product selected will be installed in compliance with the applicable codes for the authorities having jurisdiction and in accordance with the project specification.  If noncompliance is discovered the General Contractor shall make or cause to be made all necessary corrections to meet the applicable codes and Lowe’s specifications.  The work shall be completed immediately as directed by Lowe’s without additional cost to Lowe’s and/or the contract.

General Contractor:
________________________________________________________________






(Signature of the Authorized Agent of the General Contractor)


(Date)






________________________________________________________________






(Print Name of the Authorized Agent of the General Contractor)

Sub-Contractor’s Affidavit:

I represent to Lowe’s that the product selected will be installed in compliance with the applicable codes for the authorities having jurisdiction and in accordance with the project specification.  If noncompliance is discovered the Sub-Contractor shall make or cause to be made all necessary corrections to meet the applicable codes and Lowe’s specifications.  The work shall be completed immediately as directed by Lowe’s and/or the General Contractor without additional cost to Lowe’s and/or the contract.

Sub-Contractor:

________________________________________________________________






(Signature of the Authorized Agent of the Sub-Contractor)



(Date)






________________________________________________________________






              (Print Name of the Authorized Agent of the Sub-Contractor)

This Page Left Intentionally Blank

TABLE OF CONTENTS
TOC - 

HOLLY SPRINGS ISSUE:
BLUE RIDGE ARCHITECTURE


